Cast Iron
Ball Valve

= . Model #12FBAZ (Full Port)
4 -r ) Class 125 (2" to 10™)

| FEATURES:
Same end to end dimension as conventional 125 Ih.
ANSI flanged iron gate valve
Fast quarter turn open or closed operation
Stainless steel ball and stem
d q Positive shut-off
Two-piece body construction

125 W.S.P.
Integral 1SO 5211 actuator mounting pad
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WORKING PRESSURE:
125psi Steam, Basic Rating
200psi Cold Working Pressure
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14 Designed to ANSI B16.1,
2 tested to APl 598. Face
10 i to face to ANSI B16.10
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18— NO.| PART NAME MATERIAL
AR 1| BoODY ASTM A126-B
3] 2 | BONNET ASTM A126-8
g — 3 | SEAT RING PTFE
66— - 4 | BALL A182 F304
N 5 [STem A182 F304
& 7 6 | GASKET PTFE
A - 7 | BoLTS ASTM A307-B
8 | NUTS ASTM A307-8B
9 | THRUST WASHER PTFE
SIZE INCH |2 2% 3 4 8 8 10 10 PACKING PTFE
MM |50 65 80 100 150 200 250 1 PACKING GLAND STEEL
A H:ACMH 7 7.5 8 9 10.5 11.5 13 12 | PACKING BOLT ASTM A307-B
INCH ;78 ;9705.5 '2/01325 228975 $?7125 ?2275 :13:7305 :2 glgg ;:-STE ziggt
B
T2 N TS/ T R T N T5 [ HANDLE DUCTILE_IRON
c MM 1230 400 400 460 1000 > > 16 WASHER STEEL
bs 122 134 B s 118 247|339 17 | SPRING STAINLESS STEEL
Weigh ™ 0s 110 116 |17 126 |54 1112|154 18 | ANTI STATIC BALL STAINLESS STEEL

]R/ Davis Valve .





