Trunnion Mounted Ball Valve

3-PC Flanged Ends
Class 1500 (6" to 8"

Technique request
1. API6D, ANSI B16.34, NACE MR01-75
2. API-607 Fire-Safe Design
3. ISO-5211 Mounting Pad
4. Trunnion Mounted Ball
5. SS-316 / ENP Trim
6. Anti-Static Device, Solid Ball
7. RTFE/R-Nylon Seats
8. Spiral Wound (304+Grafoil)
9. Testing: API-598
10. Gear Operator

Working Pressure:
Body test: 5557 Psi-Hydrostatic
Seat test: 4075 Psi-Hydrostatic

80 Psi-Air
4075 Psi-Hydrostatic
5557 Psi-Hydrostatic

<table>
<thead>
<tr>
<th>NPS</th>
<th>d</th>
<th>D₁</th>
<th>D₂</th>
<th>D</th>
<th>L</th>
<th>T</th>
<th>N-M</th>
</tr>
</thead>
<tbody>
<tr>
<td>6&quot;</td>
<td>6</td>
<td>8.5</td>
<td>12.5</td>
<td>15.5</td>
<td>27.75</td>
<td>3.25</td>
<td>12-038</td>
</tr>
<tr>
<td>8&quot;</td>
<td>8</td>
<td>10.63</td>
<td>15.5</td>
<td>19</td>
<td>32.72</td>
<td>3.63</td>
<td>12-044</td>
</tr>
</tbody>
</table>